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Grade Knotty A-Grade

Species Nordic Spruce

Region Finland

Drying Method Thermally Modified

Texture Brushed

Finish Hydro-Oil

Applications Exterior Siding & Soffit

Nominal Thickness 1"

Net Thickness 3/4"

Nominal Widths 6" , 8"

Exposed Face Widths 5-1/4" , 7-1/8"

Lengths 9 ft - 17 ft

LF / SF 2.27 , 1.69

Weight 1.4 lb / sf

Moisture Content 5-8%

Specifications

Profiles

Fire Treatment
Standard exterior Wood Source

products can be pressure treated for

fire resistance to meet wildfire code

requirements where applicable.

Lunawood Spruce is thermally modified for

enhanced dimensional stability and reduced

moisture absorption. ThermoWood® products

are suitable for all climates.

Lunawood Spruce Berthoud
Product Specifications

Description

Please contact our team or visit our website for more information and resources.

Finish: Berthoud

Shiplap

See manufacturer’s specifications on

the Lunawood website. Wood Source

is the official Lunawood distributor for

the Rocky Mountain region.

https://woodsource.com/
https://woodsource.com/product/lunawood-spruce-berthoud/
https://lunawood.com/us/
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Grade Knotty A-Grade

Species Nordic Spruce

Region Finland

Drying Method Thermally Modified

Texture Brushed

Finish Hydro-Oil

Applications Exterior Siding & Soffit

Nominal Thickness 1"

Net Thickness 3/4"

Nominal Widths 6" , 8"

Exposed Face Widths 5-1/4" , 7-1/8"

Lengths 9 ft - 17 ft

LF / SF 2.27 , 1.69

Weight 1.4 lb / sf

Moisture Content 5-8%

Specifications

Profiles

Fire Treatment
Standard exterior Wood Source

products can be pressure treated for

fire resistance to meet wildfire code

requirements where applicable.

Lunawood Spruce is thermally modified for

enhanced dimensional stability and reduced

moisture absorption. ThermoWood® products

are suitable for all climates.

Lunawood Spruce Black Canyon
Product Specifications

Description

Please contact our team or visit our website for more information and resources.

Finish: Black Canyon

Shiplap

See manufacturer’s specifications on

the Lunawood website. Wood Source

is the official Lunawood distributor for

the Rocky Mountain region.

https://woodsource.com/
https://woodsource.com/product/lunawood-spruce-black-canyon/
https://lunawood.com/us/
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Grade Knotty A-Grade

Species Nordic Spruce

Region Finland

Drying Method Thermally Modified

Texture Brushed

Finish Hydro-Oil

Applications Exterior Siding & Soffit

Nominal Thickness 1"

Net Thickness 3/4"

Nominal Widths 6" , 8"

Exposed Face Widths 5-1/4" , 7-1/8"

Lengths 9 ft - 17 ft

LF / SF 2.27 , 1.69

Weight 1.4 lb / sf

Moisture Content 5-8%

Specifications

Profiles

Fire Treatment
Standard exterior Wood Source

products can be pressure treated for

fire resistance to meet wildfire code

requirements where applicable.

Lunawood Spruce is thermally modified for

enhanced dimensional stability and reduced

moisture absorption. ThermoWood® products

are suitable for all climates.

Lunawood Spruce Caribou
Product Specifications

Description

Please contact our team or visit our website for more information and resources.

Finish: Caribou

Shiplap

See manufacturer’s specifications on

the Lunawood website. Wood Source

is the official Lunawood distributor for

the Rocky Mountain region.

https://woodsource.com/
https://woodsource.com/product/lunawood-spruce-caribou/
https://lunawood.com/us/
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Grade Knotty A-Grade

Species Nordic Spruce

Region Finland

Drying Method Thermally Modified

Texture Brushed

Finish Hydro-Oil

Applications Exterior Siding & Soffit

Nominal Thickness 1"

Net Thickness 3/4"

Nominal Widths 6" , 8"

Exposed Face Widths 5-1/4" , 7-1/8"

Lengths 9 ft - 17 ft

LF / SF 2.27 , 1.69

Weight 1.4 lb / sf

Moisture Content 5-8%

Specifications

Profiles

Fire Treatment
Standard exterior Wood Source

products can be pressure treated for

fire resistance to meet wildfire code

requirements where applicable.

Lunawood Spruce is thermally modified for

enhanced dimensional stability and reduced

moisture absorption. ThermoWood® products

are suitable for all climates.

Lunawood Spruce Powderhorn
Product Specifications

Description

Please contact our team or visit our website for more information and resources.

Finish: Powderhorn

Shiplap

See manufacturer’s specifications on

the Lunawood website. Wood Source

is the official Lunawood distributor for

the Rocky Mountain region.

https://woodsource.com/
https://woodsource.com/product/lunawood-spruce-powderhorn/
https://lunawood.com/us/
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Grade Knotty A-Grade

Species Nordic Spruce

Region Finland

Drying Method Thermally Modified

Texture Brushed

Finish Hydro-Oil

Applications Exterior Siding & Soffit

Nominal Thickness 1"

Net Thickness 3/4"

Nominal Widths 6" , 8"

Exposed Face Widths 5-1/4" , 7-1/8"

Lengths 9 ft - 17 ft

LF / SF 2.27 , 1.69

Weight 1.4 lb / sf

Moisture Content 5-8%

Specifications

Profiles

Fire Treatment
Standard exterior Wood Source

products can be pressure treated for

fire resistance to meet wildfire code

requirements where applicable.

Lunawood Spruce is thermally modified for

enhanced dimensional stability and reduced

moisture absorption. ThermoWood® products

are suitable for all climates.

Lunawood Spruce Silverton
Product Specifications

Description

Please contact our team or visit our website for more information and resources.

Finish: Silverton

Shiplap

See manufacturer’s specifications on

the Lunawood website. Wood Source

is the official Lunawood distributor for

the Rocky Mountain region.

https://woodsource.com/
https://woodsource.com/product/lunawood-spruce-silverton/
https://lunawood.com/us/
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